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HT701 HT401
PROFESSIONAL MULTIMETER 
FOR INSULATION MEASUREMENT UP TO 1000V

PROFESSIONAL MULTIMETER FOR AC+DC 
TRMS MEASUREMENT AND LoZ INPUT

Professional TRMS multimeter with 10.000 measuring spots 
and measurement of insulation resistance with selectable 
test voltage between 50, 100, 250, 500, 1000VDC. HT701 
is capable of saving the results of measurements in its internal 
memory and has been designed in compliance with safety 
standard IEC/EN61010-1 in CAT III 1000V and CAT IV 600V 
with double protective insulation.

Professional digital multimeter in TRMS with 6000 measuring 
spots which mainly carries out measurements of AC/DC voltage 
and AC/DC current. Among the many functions of the device 
there are the AC+DC mode, used to consider also continuous 
components possibly overlapping the alternate signal and 
AC voltage measurements in conditions of low impedance (LoZ) 
in order to reduce the influences when measuring between 
adjacent conductors.

ORDER CODE HR000701 ORDER CODE HR000401

PR701
Remote switch 
probe for insulation 
measurements

•	 DC/AC TRMS voltage
•	 DC/AC TRMS current
•	 Insulation with test voltage up to 1000VDC
•	 Resistance and Continuity test
•	 Frequency
•	 Diode test
•	 Capacitance
•	 Temperature with K-type probe
•	 Internal memory for measured data saving
•	 Data HOLD, MAX/MIN, Relative measurement 
•	 Automatic/Manual Range
•	 Backlight, Bargraph
•	 Auto Power OFF

Functions

Display: LCD, 10000 dots
Power supply: 4x1.5V alkaline batteries type AA LR6
Auto Power OFF: after 20 minutes’ idling
Safety: IEC/EN61010-1, IEC/EN61557-1-2
Measurement category: CAT III 1000V, CAT IV 600V
Insulation: double insulation
Pollution level: 2
Max height: 2000m 
Size (LxWxH): 207x95x52mm
Weight (batteries included): 630g

Main features

Included accessories

4413-2 Pair of test leads
YAAMK0001HT0 Pair of alligator clips
PR701 Probe for insulation measurement
TK101 K-type wire probe
T10 Adapter for K-type probes

Belt with magnetic terminal
Protective case, battery and user manual

�DC voltage 
•	 Measuring range: 0.01mV ÷ 1000V 
•	 Resolution: 0.01mV ÷ 0.1V
•	 Basic accuracy: ±(0.08%reading + 2 digits)
•	 Protection: 1000V DC/ACrms 
AC TRMS voltage 
•	 Measuring range: 0.01mV ÷ 1000V 
•	 Resolution: 0.01mV ÷ 0.1V
•	 Basic accuracy: ±(0.9%reading + 3 digits)
•	 Protection: 1000V DC/ACrms 
DC current
•	 Measuring range: 0.01mA ÷ 400mA 
•	 Resolution: 0.01mA ÷ 0.1A
•	 Basic accuracy: ±(0.2%reading + 2 digits)
•	 Protection: Fuse F440mA/1000V 
AC TRMS current
•	 Measuring range: 0.01mA ÷ 400mA 
•	 Resolution: 0.01mA ÷ 0.1mA 
•	 Basic accuracy: ±(1.5%reading + 2 digits)
•	 Protection: Fuse F440mA/1000V
Resistance and Continuity test
•	 Measuring range: 0.1Ω ÷ 40MΩ 
•	 Resolution: 0.1Ω ÷ 0.01MΩ
•	 Basic accuracy: ±(0.5%reading + 2 digits)
•	 Continuity test:<30Ω
•	 Protection: 1000V DC/ACrms
Frequency
•	 Measuring range: 0.01Hz ÷ 100kHz
•	 Resolution: 0.01Hz ÷ 0.01kHz
•	 Basic accuracy: ±(0.1%reading + 5 digits)
•	 Protection: 1000V DC/ACrms 
Capacitance
•	 Measuring range: 0.001µF ÷ 40mF 
•	 Resolution: 0.001µF ÷ 0.01mF 
•	 Basic accuracy: ±(1.2%reading + 2 digits)
•	 Protection: 1000V DC/ACrms
Temperature with K-type probe
•	 Measuring range: -200°C ÷ 1200°C
•	 Resolution: 0.1°C
•	 Basic accuracy: ±(1.0%reading + 1°C)
•	 Protection: 1000V DC/ACrms
Insulation measurement
•	 Test voltage: 50,100,250,500,1000VDC
•	 Measuring range: 2MΩ ÷ 22GΩ 
•	 Resolution: 0.001MΩ ÷ 0.1GΩ 
•	 Basic accuracy: ±(1.5%reading + 5 digits)
•	 Protection: 600V DC/ACrms

Technical Specifications Functions

•	 DC/AC TRMS voltage
•	 DC/AC TRMS current
•	 AC+DC measurements
•	 AC voltage measurement with low impedance “LoZ”
•	 “VoltSense” for AC voltage detection without contact
•	 Resistance and Continuity test
•	 Frequency
•	 Diode test
•	 Capacitance
•	 Temperature with K-type probe
•	 Data HOLD, MAX/MIN/PEAK
•	 Relative measurement
•	 Automatic/Manual Range
•	 Backlight, Bargraph
•	 Auto Power OFF

Display: LCD, 4 digits, 6000 dots
Power supply: 1x9V alkaline battery type 6F22
Battery life: 150 hours
Auto Power OFF: after 20 minutes’ idling
Safety: IEC/EN61010-1
Measurement category: CAT III 1000V, CAT IV 600V
Insulation: Double insulation
Pollution level: 2
Max height: 2000m
Size (LxWxH): 190x94x48mm
Weight (batteries included): 460g

Main features

Included accessories

4413-2 Pair of test leads
TK101 K-type wire probe
T10 Adapter for K-type probes

Protective case, battery and user manual

Technical Specifications

�DC voltage 
•	 Measuring range: 0.01mV ÷ 1000V 
•	 Resolution: 0.01mV ÷ 0.1V
•	 Basic accuracy: ±(0.08%reading + 2 digits)
•	 Protection: 1000V DC/ACrms 
AC TRMS voltage 
•	 Measuring range: 0.01mV ÷ 1000V 
•	 Resolution: 0.01mV ÷ 0.1V
•	 Basic accuracy: ±(0.8%reading + 5 digits)
•	 Protection: 1000V DC/ACrms 
DC current
•	 Measuring range: 0.01mA ÷ 10A 
•	 Resolution: 0.01mA ÷ 0.01A
•	 Basic accuracy: ±(0.8%reading + 3 digits)
•	 Protection: Fuse F440mA/1000V - Fuse F11A/1000V
AC TRMS current
•	 Measuring range: 0.01mA ÷ 10A 
•	 Resolution: 0.01mA ÷ 10A 
•	 Basic accuracy: ±(1.2%reading + 3 digits)
•	 Protection: Fuse F440mA/1000V - Fuse F11A/1000V
Resistance and Continuity test
•	 Measuring range: 0.1Ω ÷ 40MΩ
•	 Resolution: 0.1Ω ÷ 0.01MΩ
•	 Basic accuracy: ±(0.8%reading + 2 digits)
•	 Continuity test:<30Ω
•	 Protection: 1000V DC/ACrms
Frequency
•	 Measuring range: 0.01Hz ÷ 100kHz
•	 Resolution: 0.01Hz ÷ 0.01kHz
•	 Basic accuracy: ±(0.1%reading + 2 digits)
•	 Protection: 1000V DC/ACrms 
Capacitance
•	 Measuring range: 0.001µF ÷ 10mF 
•	 Resolution: 0.001µF ÷ 0.01mF 
•	 Basic accuracy: ±(1.2%reading + 2 digits)
•	 Protection: 1000V DC/ACrms
Temperature with K-type probe
•	 Measuring range: -40°C ÷ 400°C
•	 Resolution: 0.1°C
•	 Basic accuracy: ±(1.0%reading + 10 digits)
•	 Protection: 1000V DC/ACrms
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1. ELECTRICAL SPECIFICATIONS 

Accuracy is indicated as  [ rdg + (numbers of digits*resolution)] at 23°C  5°C, <80 HR 

DC VOLTAGE 
Range Resolution Accuracy Overload protection 

100.00mV 0.01mV (0.08 rdg+3dgt) 

1000VDC/ACrms 
1000.0mV 0.1mV 

(0.08 rdg+2dgt)10.000V 0.001V 
100.00V 0.01V 
1000.0V 0.1V 

Input impedance: 10M  // <100pF 

AC TRMS VOLTAGE 
Range Resolution Accuracy 

(50Hz  60Hz) 
Accuracy 

(60Hz  5kHz) Overload protection

100.00mV 0.01mV 

(0.9 rdg+3dgt) 

(0.9 rdg+3dgt) 

1000VDC/ACrms 
1000.0mV 0.1mV 
10.000V 0.001V (1.9 rdg+3dgt) 100.00V 0.01V 
1000.0V 0.1V (0.9 rdg+3dgt) (*) 

(*) In the range: 60Hz ÷ 1kHz 
Input impedance: 10M  // <100pF 
For non-sinusoidal voltages add the herewith correction on accuracies: 
Crest factor: 1.4 ÷ 2.0  add 1.0%rdg to the accuracy 
Crest factor: 2.0 ÷ 2.5  add 2.5%rdg to the accuracy 
Crest factor:  2.5 ÷ 3.0 add 4.0%rdg to the accuracy 

AC TRMS VOLTAGE – Mode HFR 
Range Resolution Accuracy 

(50Hz  60Hz) 
Accuracy 

(60Hz  5kHz) Overload protection

10.000V 0.001V 
(0.9 rdg+3dgt) (2.9 rdg+3dgt) (*) 1000VDC/ACrms 100.00V 0.01V 

1000.0V 0.1V 
(*) In the range: 60Hz ÷ 500Hz 
Input impedance: 10M  // <100pF 
Cutoff frequency mode HFR: 1kHz 
For non-sinusoidal voltages consider the indication of AC TRMS voltage 

DC CURRENT 
Range Resolution Accuracy Overload protection 

100.00mA 0.01mA 
(0.2 rdg+2dgt) max 440mA 

400.0mA 0.1mA 

AC TRMS CURRENT 
Range Resolution Accuracy 

(50Hz  5kHz) Overload protection 

100.00mA 0.01mA 
(1.5 rdg+2dgt) max 440mA 

400.0mA 0.1mA 
For non-sinusoidal currents consider the indication of AC TRMS voltage 

                      宇宏企業股份有限公司   台北：三重區重新路五段609巷16號6樓之1    新竹：新竹縣竹北市台元26號4樓之10 

                                                                                     TEL:02-22782269 FAX:02-22782059             TEL:03-552-6779 FAX:03-552-6739 
                                                                                      http://www.fluke-tektronix.tw/category_brand.php?b=ht              http://www.radiotek.com.tw/category_brand.phpht?b=ht



HT701 Rel. 1.02 of 19/03/12

Professional TRMS multimeter + Insulation meter Pag 2 of 4

RESISTANCE 
Range Resolution Accuracy Open voltage Overload protection 
1000.0  0.1

(0.5 rdg+2dgt) approx 0.25V 1000VDC/ACrms 

10.000k  0.001k
100.00k  0.01k
1000.0k  0.1k
10.000M  0.001M
40.00M  0.01M

CONTINUITY TEST 
Range Buzzer Accuracy Overload protection 
400.0  <30 (0.5 rdg+2dgt) 1000VDC/ACrms 

Max open voltage: 1.2V 

DIODE TEST 
Range Accuracy Open voltage Overload protection 
2.000V (0.5 rdg+2dgt) <2.5V 1000VDC/ACrms 

Max test current: 0.6mA 

FREQUENCY AC VOLTAGE/CURRENT 
Range Resolution Accuracy Minumum pulse 

duration Overload protection 

100.00Hz 0.01Hz

(0.1 rdg+2dgt) 10μs 1000VDC/ACrms 
1000.0Hz 0.1Hz 
10.000kHz 0.001kHz 
100.00kHz 0.01kHz

Function Range 
Sensitivity (sinusoidal waveform) 

10Hz ÷ 10kHz 10kHz ÷ 100kHz 

AC mV 
100.00mV 15.00mV 
1000.0mV 150.0mV 

AC V 
10.000V 1.500V 
100.00V 3V - 
1000.0V 30V - 

AC mA 
100.00mA 15.00mA - 
400.0mA 30mA - 

CAPACITANCE 
Range Resolution Accuracy Meas. Time Overload protection 

10.000nF 0.001nF (1.2 rdg+80dgt) 

0.7s

1000VDC/ACrms 

100.00nF 0.01nF (1.2 rdg+20dgt) 
1000.0nF 0.1nF 

(1.2 rdg+2dgt) 
10.000 F 0.001 F
100.00 F 0.01 F
1000.0 F 0.1 F 3.75s
10.000mF 0.001mF (1.2 rdg+20dgt) 7.5s40.00mF 0.01mF (1.2 rdg+80dgt) 
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TEMPERATURE WITH TYPE K PROBE 
Range Resolution Accuracy Overload protection 

-200.0°C ÷ 0.0°C  0.1°C (1.0%rdg+2°C) 

1000VDC/ACrms 0.0°C ÷ 1200.0°C (1.0%rdg+1°C) 
-328.0°F ÷  32.0°F 0.1°F (1.0%rdg+36°F) 
32.0°F ÷ 2192.0°F (1.0%rdg+18°F) 

INSULATION RESISTANCE 
Test voltage Measurement range Accuracy Overload protection 

50V DC 
2.000M

(1.5 rdg+5dgt) 600VDC/ACrms

20.00M
55.0M

100V DC 
2.000M
20.00M
110.0M

250V DC 

2.000M
20.00M
200.0M
275M

500V DC 

2.000M
20.00M
200.0M
550M

1000V DC 

2.000M
20.00M
200.0M
2000M
22.0G (10 rdg+3dgt)

Test voltage accuracy: +20%rdg, -0%rdg 
Short-circuit current: 1mA 
Minimum resistance (@ nominal current 1mA): 50k  (50V), 100k  (100V), 250k  (250V), 500k  (500V), 1M  (1000V) 
Discharge time of measured object: <1s (C  1μF) 
Maximum capacitive load: 1μF 
Voltage detection on circuit: test inhibited for voltages 30V AC/DC on inputs 
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2. GENERAL SPECIFICATIONS  

Display:
 LCD display, 5 digit with maximum reading 10000 counts with sign, decimal point and bargraph 
 Automatic polarity indication 
 “OL” over range indication 

Features: 
 Data HOLD 
 MAX/MIN/AVG for maximum, minimum and average values 
 Auto Backlight for automatic activation of backlit 
 LOCK for insulation measurement in continuous mode 
 AUTOTEST for automatic detection of AC or DC measurements 
 HFR for AC voltage measurement with 500Hz cut-off frequency 
 SMOOTH for stability of insulation measurements 
 Internal memory for saving/recall data 
 RANGE for manual range selection 
 REL for relative measurement (Resistance and Capicatance) 
 Internal test on protection fuses 
 Auto Power OFF after 20 minutes of idleness 

Internal memory:
 Max 100 locations for each function 

Low battery indication:

 The symbol “ ” appears when the battery voltage is low 

Environmental conditions:
 Working temperature/humidity: 0°C ÷ 50°C, <80%HR 
 Storage temperature/humidity: -20°C ÷ 60°C, <80%HR 

General information:
 Max height of use: 2000m
 Pollution degree: 2 
 Insulation: double insulation 

Power supply:
 4 x 1.5V alkaline batteries type AA IEC LR6 

Sizes:
 207(L)x95(W)x52(H) mm 

Weight (included batteries):
 630g 

Applied standards:
 Safety: IEC/EN61010-1, UL61010-1, IEC/EN61557-1, IEC/EN61557-2 
 Measurement category: CAT IV 600V – CAT III 1000V 

This product conforms to the prescriptions of the European directive on low voltage 2006/95/EEC 
and to EMC directive 2004/108/EEC 
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